
3310C Series DC Electronic Load  

 

¡óCan be configured in 3300 series Mainframe 
¡óCC, CR, CV, CP, Dynamic, Short Mode  
¡óDual 4 1/2 V / A Meter on each module 
¡ó150 Memory on 3300c Mainframe 
¡óProtections against V, I, and ¢J 

 

¡óVoltage/Current source  
¡óSMPS transient response 
¡óCurrent limit testing and battery emulation 
¡óBattery charger  
¡óBattery discharge  
¡óR&D, Quality Control 
¡óATE system 
¡óProduction testing 

 

Plug-in Dynamic Load Module 
 
3310C 60V/30A/150W DC LOAD 

3311C 60V/60A/300W DC LOAD 

3312C 250V/10A/300W DC LOAD

3314C 500V/ 5A/200W DC LOAD 

3315C 60V/15A/ 75W DC LOAD 

 

¡@ 

3310C series Module are used with the 3302 and 3300A Mainframes¡C 

Please refer to the 3300 series Mainframe section for details¡C 
 
Each 3310C Series Module has its own control and display panel, 
CC/CR/CV/CP/Dynamic modes, 150 

Store/Recall which provides load set-up more efficiently¡C 
 
Programmable Load ON/OFF voltage, GO/NG meter check, CP mode 
and larger memory is much advance features than 3310 series ¡C 
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*Mainframe:3300A for Manual and Remote.  
3300C for Manual and Remote.  
3302C for Manual and Remote.  

*Cooling :Force Fan Cooled.  
*Weight :3.5 Kg/Module. 
*Dimension:108Wx143Hx405Dmm.  

 

*BNC-Clip cable 1pc.  
*Banana Plug 2pcs.  
*Hook terminal 2pcs.  
*Operation Manual 1pc.  
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